
 Haynes CIP-Film is authorized by the USDA 
(rated H1) for use in food processing plants for 
incidental food contact.  All ingredients are FDA 
approved. 

Haynes CIP-Film was specifically formulated 
for Clean-In-Place Systems.  This lubricant has a low 
melting point of 120ºF and is ideal on food 
processing equipment with frequent lubrication 
intervals.  It is completely odorless, tasteless and 
non-toxic.   

NLGI: 
COLOR: 

ODOR: 
TEXTURE: 

2 
White 
None 
Smooth 

TEST ASTM Method Typical Test Results 

Melt Point D127F 55ºC/130ºF 

Consistency USP D937 180/210 

Viscosity Saybolt @210ºF D445 60/80 

Viscosity CST @100ºF D2161 10/16 

Color LATM 092 Clear to White 

Taste and Odor LATM145 None 

Operating Range, MinºF, Max ºF -15ºF - 130ºF 
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COMMON APPLICATIONS: 

o FITTINGS
o POSITIVE PUMPS
o THREADS
o VALVES
o MULTI PORT FLOW SELECTORS
o PLUG VALVES
o ALL SANITARY CIP SYSTEMS

PARTS REQUIRING DAILY
LUBRICATION

® 

Packaged in tubes (1oz & 4oz), 
pails, and drums.

NSF Rated H1


